


	� Fantastic light output and 
focusing range beyond any 
comparable system

	 Surgically precise beam

	 Perfectly even light distribution

	� Accepts all classic dedolight 
accessories and imagers

	 Single purpose dedicated design

	� The actual light source is in 
the focal center of the soft box 

	��� Double the light output compared 
to soft box in front of a Fresnel

	� Smooth and even light 
distribution on the diffuser

	� Choice of many different sizes 
of soft boxes

Convert from daylight to tungsten 
by simple lamp change–maintaining 
same high light output 80 lm/W – 
four times higher than halogen. 
Both lamps guarantee professional 
color rendition CRI >92.

Works with daylight and tungsten 
lamps.

1. Precision Focusing – DLH200DT

2. Gentle Soft Light – DLH200SDT

Both Lights

Same Ballast

DLH200SDT

DLH200DT

DEB200DT-BAT

32
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Accessories:
Ledzilla®/Fillini®

DLB-NPF950 
(4)

	   
7.2 V Li-Ion battery 43.2 Wh 
(6000 mAh)

DLCH-NPF 
(4)

	  
Charger for NP-F batteries
Input: 100-240 V~

DLOBML-AB-S 	  
Cable 22 cm/9" with  Anton/
Bauer connector

DLOBML-AB-L 	  
Cable 55 cm/22" with Anton/
Bauer connector

DLOBML-XLR	     
Coiled cable 65 cm - 1.30 m/
25 - 51" with 4-Pin XLR 
connector

dlb-nPf550 
(4)

	  
7.2 V Li-Ion battery 14.8 Wh 
(2000 mAh)

DLOBML-SWIT	   
Cable 55 cm/22" with 
Ø 2.1/5.5 mm connector
for Swit battery

DLOBML-PAG 	      
Cable 55 cm/22" with
Ø 2.1/5.5 mm connector 
for PAG battery

DLOBML-CAR 	 
Cable 1.8 m (6 ft.) with
cigarette light
connector

DLOBML-P	   
Soft pouch for LED lights
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Accessories:
Ledzilla®/Fillini®

DLBSA-3S
 (4)

	  
Triple shoe with tilt lock

dla-ml 	  
Square top fits
Ledzilla®. Accepts
16 mm baby
stud (5/8")

DLPS-12	
Mains power supply (100-240V) 
with DC 12 V output

DLA-LB 	 
Large Bone, 2 x female 
shoes and 3 x 1/4" 
receptacles. Mounts
to camera with
1/4" screw

DLOBML-BC	  
7.2 V Canon battery shoe
for BP-9

DLBSA-U 
(2) (3)

	 
Square top fits Ledzilla®, 
ends in male shoe

DLBSA-MBJ	  
Metal ball joint with shoe

DLOBML-BP	 

7.2 V Panasonic battery shoe
for CGA

DLOBML-BC2	  
7.2 V Canon battery shoe
for BP 808/809/819

DLOBML-BP2	 

7.2 V Panasonic battery shoe
for VWW-VBG6 (AG-AF101)

DLOBML-BP3	 

7.2 V Panasonic battery shoe
for VW-VBG 070/130/260 & 
CGA-DU 07/14/21

DLOBML-BSU	  
12 V Sony battery shoe for BP-U
DLOBML-BS	  
7.2 V Sony battery shoe for
 NP-F / Panasonic VW-VBD1

DLOBML-PBN1	  
Nikon photo battery shoe for 
7,2V battery holder for NIKON  
EN-EL3E

DLBF-8AA	 
External battery box for 8 AA
batteries 1.5V

DLOBML-PBN2	  
7,2 Nikon photo batterie shoe 
for EN-EL15

DLOBML-PBC1	  
Canon photo battery shoe for 
LP-E6



6

DLBRS 
(4)

	    
Rail with 1/4" 
screw for camera
and shoe for 
light head

DLBRHS
 (4)

	  
Rail with folding
handle, 
1/4" screw
for light head

DV3GA 
(4)

	   
Ø 7.5 cm/3", 
suction cup with 
vacuum pump
and articulating 
arm, 200 mm

DLGA200
Articulating arm, 
200 mm.

DLGA300 
(4)

	      
Articulating arm, 300 mm. 
Square top,
male shoe or 1/4" 
male to camera

DLBSA-HAND 
(4)

	   
Shoe adapter
with handle

DLBSA-TS 
(4)

	 
Table shoe: 9.5 x 6.3 x 1.2 cm/
3.7" x 2.5" x 0.5" ,
with shoe for light

DLBSA-S 
(4)

	   
Female shoe adapter to
1/4" male

DLBSA-T 
(4)

	   
Female shoe adapter to
1/4" female

DLBSA-M 
(4)

	 
1/4" male to mini shoe for 
Sony mini camcorder, use with 
DLBSA-T

Accessories:
Ledzilla®/Fillini®

Also suitable for:
(1)

 Fillini®
(2)

 FilliniPlus®
(3)

 FILLINI click®
(4)

 �all Fillini® lights and  
Ledzilla®
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	�Unbreakable filters attach 
 with magnets.

	��Light heads stackable in a row 
or in other configurations.

	�High efficiency reflector serves 
for even light distribution.

	�Battery compartment and shoe 
for Sony batteries.

Fillini Click®/ TPLINI-C
With ball head/shoe TPSA-KAI

TPLINI-AB	
Cable 49 cm/19" with
Anton/Bauer connector

Cables for all Fillini® lights are
identical with Ledzilla® cables
(see page 33).
 

TPL-PS12	 	
Mains power supply					
	
TP-KAI 

(4)
		

Ball joint head with shoe adapter
and 1/4" thread

      Power Consumption [W]Lux (1m)Lux (2m)Measurements [cm/"]Weight [g/oz]

530070
10.6 x 9.0 x 4.5 cm

4.2 x 3.5 x 1.8 "

171 g
6 oz.

15800195
10.6 x 9.0 x 5.0 cm

4.2 x 3.5 x 2 "

253 g

8.9 oz.

9450110
12.8 x 7.8 x 5.4 cm

5 x 3.1 x 2.1 "

231 g

8 oz.
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Internal PowerExternal Power           Battery Shoes for

Fillini®4 AA Batteries4 – 15 V
Sony NP-F   

Canon BP-9   
Panasonic CGA

FilliniPlus®––––––––––––5,8 – 16,8 V
Sony NP-F   

Canon BP-9   
Panasonic CGA

FILLINIclick®
5 AA Batteries / 

Sony NP-F
5,8 –16,8 VSony NP-F (non-removable)

	�Unbreakable flip-down filters  
(tungsten conversion and light diffusion).

	�Additional diffuser for even gentler  
light distribution.

	�Fresnel lenses provide perfect light  
distribution.

TPLBS-S 
(1) (2)

 	
Shoe for Sony NP-F batteries
 
TPLBS-C 

(1) (2)
	

Shoe for Canon BP-9 batteries 

TPLBS-P 
(1) (2)

	
Shoe for Panasonic CGA batteries

Battery shoes shown in table below.

	FilliniPlus® offers three times the light output of Fillini®

Fillini Plus®/ TPLINI-P	   

Common Features of the

Fillini® and FilliniPlus®:

Fillini® / TPLINI	   

37
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� �����Power consumption is only 8 W 
despite its high output.

  
�� �����Operates from -40° C up to 		

+ 40° C.
�
� �����LED power available indicator.

When dimmed to 50 % light 
output, power consumption drops 
accordingly resulting in twice the 
run time. 

Alternative power from any Anton/
Bauer or PAG system, car cigarette 
lighter output or battery belt.

Options: soft tube, soft box, 
             white dome
Attach by front end bayonet mount

DLOBML-LT20	    
Soft tube, 20 cm/8" long –
Ideal for soft light in confined areas, 
e.g., car interior at night.
Detachable light shaper–folding 
plastic barn doors.

DLOBML-WD15	   
White Dome, 15 x 15 cm, gentle light, 
evenly distributed, ideal for general base 
light with removable side flags.

DLOBML-SBX12	    
soft box, 12 cm/5" wide –
Gentle fill light, easy to look at, ideal
for close ups. Filter slot accepts tung-
sten conversion filter.

DLOBML-TCF	
Tungsten conversion filter for filter slot
of all three accessories. Same filter slot
serves for gel strips from any common 
swatch book. Allows nearly any kind of 
color effect.

DLOBML-SBX12-CTO	
Orange tungsten conversion filter
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DLOBML 

spot 3000 Lux /280 fc

-90-80-70-60-50-40-30-20-1001050 30 2040608090 70100 -100cm

500

1.000

1.500

2.500

2.000

3.000

3.500

distance 1 m Luxdistance 1m

with diffusor 
260 Lux / 24 fc

flood 320 Lux / 30 fc

spot 3000 Lux / 280 fc

A single high powered LED –

 �����Amazing output in combination 
with the dedolight double 	
aspheric optics.

	 
 �����Focuses like a dedolight. LED 	
lights are not usually focusable.

�	 
 �����No other focusing LED light 	
compares – 4° to 56°.

�	
 �����Gentle continuous dimming 
from full power to minimum (not 
zero), without any color-change.

�
 �����Clean, sharp, single edge barn 
door shadow OR a very gentle 
light and shadow transition with 
the wide angle diffuser in place.

�
 �����Converts from daylight to 
tungsten via a flip-down filter.

 ������Flip-up wide-angle diffusor

LED On Board Light –

the dedolight Mini-DLOB�code: dlobml

Color rendition and color 
distribution is cleaner than 
comparable LED lights.
�
 �����Adjustable support arm allows 
it to be positioned above and 
forward.

 �����Dims extremely smoothly from 
full blast all the way down to 
zero without any color change.

  
 �����Powers from any 6 V to 18 V DC 
power source.

 �����Optional battery shoes 
are compatible with Sony, 
Panasonic, Canon and Nikon 
mini-DV batteries. 

�
 �����NP-F550 7.2 V, 2000 mA, 
105 minute run time. 

 �����NP-F750 7.2 V, 4000 mA, 
210 minute run time. 

� �����NP-F950 7.2 V, 6000 mA, 
330 minute run time.



LED 
lights

Dedo Weigert Film GmbH
Karl-Weinmair-Straße 10	
80807 Munich
Tel.: +49 (0)89 356 16 01	
Fax: +49 (0)89 356 60 86

www.dedoweigertfilm.de 	
info@dedoweigertfilm.de 
www.portablestudio.eu
www.ledzilla.de

Dedotec USA, INC.
48 Sheffield Business Park	
Ashley Falls, MA 01222
Phone: (413)229 2550	
Fax:       (413)229 2556

www.dedolight.com	
info@dedolight.com


